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Automatic Start-Stop Function
When synchronized with the EndoSync A.I. Apex Locator, Auto Start 
and Stop options can be enabled. Rotation begins when the file enters 
the canal and stops when removed.

Apical Torque Reduction
Torque level is automatically reduced as the file approaches the apex.

Apical Stop
The file stops rotating when the apex has been reached.

Apical Slow-Down
Rotation speed is automatically reduced as the file approaches the 
apex.

Apical Reverse
The file rotates in the opposite direction when the apex has been 
reached.

SAFE

SMART



B-5190-04.19-30M-XXX

Probe Cord*
5025557U0

Power Supply Cord* †

5025564U0

EndoSync Head Only*†

5025561U0

EndoSync Plus
Motor Only*
5027418U0

Contrary Electrodes*
5025554U0
	 5/Pack

Built-In Electrode
with Guide Bur* †

5025560U0

Transmission Cable†

5025552U0
Required for connecting 
to EndoSync A.I.

File Holders*
5025553U0
	 5/Pack

EndoSync Oil*†

5025559U0

Battery*†

5026034U0

Function Tester*
5025555U0

Battery Cover*
5025556U0

Long File Holder
5025558U0

*Replacement accessory. Included in set.
† Also Compatible with the Original EndoSync Cordless
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